
STEEL SIDING



MAX-5
26-gauge steel (.021’’) // Tensile strength of 50,000 lb/in2  
28-gauge steel; ( .015’’), limited colours) // Tensile strength of 80,000 lb  
per square inch 

ULTRA
26-gauge steel (.21’’) // Tensile strength of 50,000 lb/in2  
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Stone Grey - QC-8305 
Max-5 26G & 28G // Ultra

Bone white - QC-8273 
Max-5 26G & 28G // Ultra

White white - QC-8317  
Max-5 26G & 28G // Ultra

Cambridge white - QC-8695* 
Max-5 28G

Galvalume Plus ** 
Max-5 // Ultra

Galvanized
Max-5  28G

Black - QC-8262 
Max-5 26G & 28G // Ultra

Bright Red - QC-8386 
Max-5 // Ultra

Dark red - QC-8250 
Max-5 // Ultra

Coffee brown - QC-8326 
Max-5 26G & 28G // Ultra

Burgundy - QC-8011 
Max-5 // Ultra

Heron blue - QC-8330 
Max-5 26G & 28G // Ultra

Champagne (M) - QC-3263 
Max-5 // Ultra

Copper (M) - QC-3234 
Max-5 // Ultra

Silver (M) - QC-7500 
Max-5 // Ultra

Graphite (M) - QC-10322 
Max-5 // Ultra

Charcoal - QC-8306 
Max-5 // Ultra

Royal blue - QC-8790 
Max-5 // Ultra

Slate blue - QC-8260 
Max-5 // Ultra

Melcher’s Green - QC-8307 
Max-5 26 G & 28G // Ultra

Forest Green - QC-8329 
Max-5 26G & 28G // Ultra

Tan - QC-8315 
Max-5 26G & 28G // Ultra

Regent grey - QC-8730 
Max-5 26G & 28G // Ultra

	 *For indoor use only 

** Do not install in the presence 
of manure or any other fumes.

(M): Metallic

Colours provided for illustration 
purposes only.



7/8 CORRUGATED STEEL
26-gauge Steel (.21’’) // Tensile strength of 50,000 lb/in2  
 

ANCESTRAL
26-gauge Steel (.21’’) // Tensile strength of 50,000 lb/in2 
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* For indoor use only  
** Do not install in the presence of manure or any other fumes.

(M): Metallic 
Colours provided for illustration purposes only.

Tan - QC-8315 
Corrugated

Regent grey - QC-8730 
Corrugated

Stone grey - QC-8305 
Corrugated

Bone white - QC-8273 
Corrugated

White white - QC-8317  
Corrugated

Galvalume Plus ** 
Corrugated

Graphite (M) - QC-10322 
Corrugated  // Ancestral

Charcoal - QC-8306 
Corrugated  // Ancestral

Black - QC-8262 
Corrugated  // Ancestral

Bright red - QC-8386 
Corrugated

Dark red - QC-8250 
Corrugated

Coffee brown - QC-8326 
Corrugated  // Ancestral

Burgundy - QC-8011 
Corrugated

Heron Blue - QC-8330 
Corrugated  // Ancestral

Royal blue - QC-8790 
Corrugated

Slate blue - QC-8260 
Corrugated

Melcher’s Green - QC-8307 
Corrugated  // Ancestral

Forest Green - QC-8329 
Corrugated

Champagne (M) - QC-3263 
Corrugated  // Ancestral

Copper (M) - QC-3234 
Corrugated  // Ancestral

Silver (M) - QC-7500 
Corrugated  // Ancestral



DESIGNED TO RESIST 
THE TEST OF TIME!

EXCEPTIONALLY DURABLE, STURDY AND RIGID  
High-grade industrial quality steel

AFFORDABLE  
Our steel siding is cut to size, you pay only for what you need

FAST PRODUCTION 
Our quick turnaround lets you start your project sooner 

VERSATILE AND EASY TO INSTALL  
Easily installed on walls as well as horizontally, vertically and diagonally roof*  

* Except the Ancestral profile which can only be used on the roof or vertically 

WEATHER RESISTANT 
Coated with a weather and corrosion resistant siliconized polyester paint

NON-COMBUSTIBLE 
Increased fire resistance

GUARANTEE 
Our steel profiles are covered by a 40-year limited warranty

ECO FRIENDLY 
100% recyclable  

CANADIAN-MADE 
All our profiles are made from 100% Canadian steel in our Saint-Georges, Quebec plant 

DELIVERED  
Delivery available using our service vehicle equipped with a safety lifting system.

PRE-PAINT GALVANIZED STEEL \ SPECIFICATIONS

Our durable siliconized polyester topcoat is available in a wide range of colours 

Superior performance flexible primer 

A high-performance chemical pre-treatment provides corrosion resistance  
and superior, long-lasting paint adherence    

Aluminum and zinc alloy siding

Steel core

Our corrosion-resistant protective layer reduces damage caused by friction. 

48

$

Metal Sartigan designs four superior quality steel pro-
files that exceed the most stringent construction 
requirements. These aesthetic, durable and stur-
dy designs fit perfectly into all your construction 
projects.

The perfect solution for all your 
construction projects:

\ �Industrial

\ ��Commercial

\ �Institutional

\ �Agricultural

\ �Residential
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1000, 40th Street, Saint-Georges-de-Beauce, Quebec G5Y 6V2 
418 228-1851  |  1 888 865-2284  |  info@metalsartigan.com

metalsartigan.com


